
NASA
Technical
Paper
3T!9

- October 199! ..........

• -- .

m _ ...._==_ i_:.

k

23 to 300 0C Demagnetization
Resistance of Samarium-Cobalt

Permanent Magnets

__!_ _i __!ii!_i_ili_i_i_i__I

L

Janis M. Niedra

and Eric Overton

THE 23 TO 300 C

DEMAGNETIZATION RSSIST_NCE OF
SAmARIUM-COBALT PE&MANENT MAGNETS

tl p

k

(NASa)

CSCL 09A

N92-I1252

Unclas

H1/33 0003609

i

!

'i
|-i[]

i •'i
i ,
m |



......... m- • - . ...............



NASA
Technical

Paper
3119

1991

National Aeronautics and
Space Administration

Office of Management

Scientific and Technical

Information Program

23 to 300 °C Demagnetization
Resistance of Samarium-Cobalt

Permanent Magnets

Janis M. Niedra

and Eric Overton

Lewis Research Center

Cleveland, Ohio





Summary

The influence of temperature on the knee point and square-

ness of the M-H demagnetization characteristic of permanent

magnets is important information for the full utilization of the

capabilities of samarium-cobalt magnets at high temperatures

in demagnetization-resistant permanent magnet devices. Com-

posite plots of the knee field and the demagnetizing field

required to produce a given magnetic induction swing below
remanence were obtained for several commercial Sm2Cot7-

type magnet samples in the temperature range of 23 to 300 °C.
The knee point was used to define the limits of operation safe

against irreversible demagnetization, and the resulting plots

are interpreted to show the temperature-induction swing limits
of safe magnet operation. The observed second quadrant M-H

characteristic squareness is shown, by two measures, to increase

gradually with temperature and to peak in the interval 200 to
300 °C.

Introduction

Of the various available high-energy permanent magnet

materials, only the SmCo5 and Sm2Colv types can produce

magnets retaining at 300 °C a useful remanence (Br - 0.9 T)

and a sufficiently high intrinsic coercivity (MH, > B,) to

avoid self-demagnetization and to keep the induction (B)

roughly linear with the applied field (H) in the second quadrant

(refs. 1 to 4). Temperatures exceeding 250 °C are now being

investigated for the exciting magnets to be used in linear
alternators for long-term space missions (ref. 5) and may be

expected as well for magnets to be used in future miniaturized

devices, traveling wave tubes, and other particle beam

applications. Several of these are cases of low-lying magnetic

load line, where additional transient applied fields (e.g., due
to motor start/stall or generator load fault currents) can

combine with the effects of high temperature to create a

demagnetizing influence severe even for the modern high-

coercivity, rare earth-cobalt magnets. The present experi-
mental work investigates the effect of high temperature on

certain magnetization parameters and suggests plots to help

one assess the margin of safety against irreversible loss of

remanent magnetic moment (Mr). Since various magnet

performance criteria, such as (BH)max, MH,., and possibly the

temperature stability of the "second-generation" 2-17-type

magnets, generally exceed those of the 1-5-type, this investi-

gation is restricted to the former.

Irreversible Demagnetization: Knee Point

and Loop Squareness

An often used, if somewhat facile, definition of the point

of onset of rapid downslope, or knee point, in the M-H

characteristic in its second quadrant is where M = 0.9 Mr.

Depending on the M-H loop squareness, rapid loss of remanent

moment can set in if the applied field drives Mbelow its knee

point. As temperature increases, the knee field (MHk) of high-

MH,., rare earth-cobalt magnets decreases in magnitude and

will eventually appear as a knee in the second quadrant of the

B-H characteristic. As temperature is increased for magnets

operating statically on a low-lying load line, of say

B/H - -0.5, the knee point will eventually cross to the right

of the load line. The consequent immediate and irreversible

(but recoverable by remagnetization) loss of remanence has
been described in a number of early works (refs. 6 to 8). Even

if operation is confined to the right of the knee point, close

approach to the knee is likely, from energy considerations,

to increase the rate of long-term magnetic aging. This sort of
recoverable irreversible loss of magnetization, as opposed to

irrecoverable loss due to metallurgical changes, may be caused

by the thermal agitation of domain walls over their pinning

potential barriers (ref. 8). Aside from these risks of

demagnetization, swinging the B-field down close to its knee

value may accentuate recoil-loop hysteresis loss (ref. 9), which
is of concern in high-efficiency alternator applications. These

considerations mark the knee point as important information

for use in designing demagnetization-resistant permanent

magnet devices.
Frequently, in dynamic applications of permanent magnets,

their degree of utilization or magnetic stressing is specified

by their swing AB of induction below Br. However, the short-
term irreversible losses depend on the difference, at a given

temperature, between the highly temperature-sensitive MH, or

MHk and the internal demagnetizing field (refs. 6, 7, and 10).
Therefore, it is expedient to translate the minimum induction

Br - AB attained in a dynamic application to the correspond-

ing peak demagnetizing field Ha by means of the constitutive
relation B (H) = H + 4_rM(H) (cgs units) at temperature. At

a given temperature and AB, //,1 and MH_ can be compared
for an estimate of the margin against irreversible loss of
moment. These relations and definitions are illustrated in

figure 1.
Squareness of the M-H hysteresis loop is at least a qualitative

measure of the extent of the expected immediate loss of

f
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magnetization in case M is driven below Mk by ]H,;1> J_Ha ].
For squareness, we shall consider the simple quotient

S = MHJMH,. and compare it with the more complicated

"fullness factor" F= (MH)mJ(MrMH,.). Note that a

perfectly square loop has S = F = 1. A loop with vertical sides

and a sloping top and bottom, which is a parallelogram and,

hence, not strictly square, can have S = 1. However, in such

a case the consequences of liH,jI > iMHk[ arc the same as for

a square loop.

Experimental Apparatus and Method

The quasi-static demagnetization characleristics of

commercial 2-17 type magnet samples were measured by an

electromagnet-driven hysteresigraph. This apparatus is an

improved, 300 °C model of a temperature-control and probe-

coil assembly for magnet testing developed originally at the

University' of Dayton (ref. I l). In our apparatus, a precision

l-cm cubic magnet sample fits closely between the fiat and

parallel faces of iron-cobalt pole pieces that are rigidly mounted

to an aluminum housing comprising the temperature control

oven. These pole pieces serve as electromagnet pole piece

extensions and are thermally insulated from the electromagnet
pole pieces by 30-rail-thick PTFE shims. This fixture has

tolerances and controlled overall thermal expansion such as

to keep the effects of the sample-to-poleface gap negligible.
The B-flux is sensed by a coil surrounding the sample, and

the H-flux is sensed by another coil, of nearly the same area-

turns and thermal expansion, located adjacent to the B-coil.

After electronic integration, the signals from these coils are

subtractcd so as to air-flux compensatethe B-coil, resulting

in a signal proportional to the intrinsic magnetic moment M
within the B-coil.

Absolute calibration of the M-axis, which could be done near

room temperature only, was referenced to a pure nickel

standard in the form ofa I-cm cube that has a known magnetic
moment of 6.100 kG in an applied field of 10 kOe at 25 °C.

Up to about 200 °C, the H-axis was calibrated by transfer from

a precision reference permanent magnet by using a Hall effect
probe. The absolute accuracy of these calibrations is estimated

to be within ± I percent.

Prior to any' measurement, the sample was twice pulse-

magnetized open circuit at room temperature in a coil pro-

viding a 100-kOc peak field. Then, for measurements at 200 °C

and above, the sample was preheated for approximately 5 rain

to about 100 °C below' the measurement temperature in order

to minimize chipping caused by thermal shock. Next, the

sample was inserted into the preheated fixture and allowed to

stabilize at the final temperature for a few minutes, after which

the demagnetization curve was taken. No sample was ever

soaked at the measurement temperature for more than 10 min.

Since the probe-coil fixture, which holds the sample and the

thermocouple, suffers unavoidable loss of heat during its

removal from the oven for magnet insertion, the accuracy' of

the magnet temperature reading was likely to be no better than
+3 °C.

Observed Temperature Dependence

of MHk, Hd, S and F

Following the experimental procedure just described,

demagnetization curves were taken for 10-sample groups of

high-MH,, anisotropic 2-17-type magnets from several

manufacturers. Figure 2 illustrates the typical variation of

demagnetization characteristics with temperature observed for

this type magnet: the usual rapid loss of coercivity and relatively

lesser loss of remanence as the temperature increases are

exhibited. Since within each group the scatter of dat;.i was

relatively small, a single sample was chosen to represent the

group. Values of,vtHa and/4,t at selected AB derived from the

demagnetization curves at temperature are presented in figure

3 from room temperature to 300 °C for three such

representative samples.

Inspection of the fimlilies of H a curves parametrized by

AB/B,., where B_ is at the test temperature, shows similar

behavior for the three samples. For a fixed AB/B, and ten>

peratures to 200 °C, 14,1decreases gradually' with increasing
temperature at a rate of about 4.50e/°C. Above 200 °C, the

downslope steepens with both increasing temperature and AB

as a consequence of the knee-associat_ nonlinearity encroaching
into the second B-Hquadrant. Differences among the groups

in H a behavior become more pronounced at the higher

temperatures and AB because the MH,. generally' displays

greater sensitivity to temperature and sample source (variations

in heat treatment and composition) than does B_.

For all samples tested, MHa < BH,. -- Ha, l at room temper-

ature; that is, the knee point was to the left of the B-coercivity

' H ' generally decreases faster withpoint. However, the i_4 k i
rising temperature than does iHa], thus intersecting the Hd

family of curves and defining a segment of the border of an

unsafe region of operation, where IHai > I,_IHk[. For

example, considering temperatures up to 300 °C and AB up
to B,., this condition defines such unsafe regions of already

substantial size in all three cases shown in figure 3. The con-

siderable variation in size of these curvilinearly triangular

regions is caused primarily by variations in the MH, curves.

Both squareness S and fullness F were computed for the M-H

demagnetization curves of the three samples and are compared

in figure 4. The S and F of these samples increase gradually

when the temperature increases from room temperature to

about 250 °C. A tendency for peaking in the 200 to 300 °C
interval is also apparent for both measures. However, the S

exhibits a somewhat more pronounced variation with tempera-

lure and sample and is more consistently ordered in height
over the temperatures shown Above 200 °C the relative

ordering of the samples becomes the same by either S or F.



This ordering is not consistently correlated with IG6 receiving

top rating, according to figure 3, for resistance to demag-

netization at high temperatures.

Summary of Results and Conclusions

Quasi-static demagnetization curves were obtained from

room temperature to 300 °C for 10-sample groups of high-

coercivity, anisotropic, 2-17-type magnets from several manu-

facturers. Their resistance to short-term demagnetization was

evaluated by a comparison, at a given temperature, of the knee

field a,IHa needed to reduce the magnetization to 0.9 of the

remanence M, and the demagnetizing field H,I needed to' pro-

duce a desired swing AB of induction below remanence. A

necessary condition for safe operation is assumed to be

]Hd[--< IMH_], where at equality the margin of safety

vanishes.

Unsafe regions of operation of substantial size and variability

by sample manufacturer appear when considering the effects

of temperatures up to 300 °C and swings AB as large as B_.

For example, the sample rated most resistant to demagnetiza-

tion has no margin left at 280 °C and AB = 0.9B,, whereas

the least resistant sample has vanishing margin already at

240 °C for the same AB. Even at 250 °C, none of the magnets

tested can safely sustain a AB = B,.. These findings are

apparent from the given composite plots of H a for various AB

and MH_ as a function of temperature. Furthermore, these

plots show that room-temperature performance, such as a high

vHa, is not a reliable predictor of performance at high

temperatures because slopes with temperature and their vari-

ability may be considerable, in thts way, such composite plots

can be very useful for providing comparative overviews of

the temperature-induction swing limits of safe magnet

operation.

Since the amount of magnetization loss resulting from an

excursion into an unsafe region is directly related to the M-H

hysteresis loop squareness in the second quadrant, two

measures of squareness were compared for representative

samples from the several groups. One measure is the fullness

factor (F = (MH),n J (Mr MH,)) and the other is the square-

ness (S = MHa/a4H,). These properties exhibit a gradual

increase with temperature, reaching a peak in the interval 200

to 300 °C. The S, however, had a more pronounced variation

with temperature and sample source. In either case, no simple

relation could be discerned to the ranking of samples by the

safe region criterion. Nevertheless, further study of both S

and F may be warranted in that using 2-17-type magnets above

250 °C in electromechanical devices may force magnet

operation close to the knee point of tnaximal squareness.

Lewis Research Center

National Aeronautics and Space Administration

Cleveland, Ohio, April 12, 1991
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Figure 1. Illustrations of definitions and the incrcase in magnitude of the demagnetizing field H,I for increasing 3B/B,.
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Figure 2.--Demagnetization characteristics of sample IG6 at selected temperatures to 300 *C. A pronounced M H curve top droop was obser,.,ed for all 2-17-type

samples tested.
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(a) A ver_' high room-temperature _H_ makes this IG group the most resistant to demagnetization at high temperatUreS in spite of the high room-temperature

d,_tH_/dT t'tc/d (MHk)and the demagnetizing field (H,I) for selected induction swings of 2-17-type samarium-cobalt magnet

Figurc 3.--Temperature vari_tion or the knee

sampleS.
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Figure 3.--Continued,
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(c) The benefit of a moderately high initial ,wH_, of Ih¢ EE batch is lost at high temperatures, because of a high d_tttJdT,

Figure 3.--Concluded.
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(a) The S factor exhibits a sharper peaking with temperature and a better sample resolution,

(b) F is generally less sensitive to temperature and sample source but resembles S above 200 °C.

Figure 4.--Comparison of the squareness (S) and fullness (F) as a function of temperature.
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